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HEALTH AND SAFETY NOTES
It is important to carry out a local 
risk assessment before using 
these products. We would always 
recommend the use of safety 

goggles and gloves.
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Turn on Cleaning gas Disconnect the beer Connect to the 
cleaning ring

Turn off the cooler
(Ideally 2hrs in advance)

Place CIP tags on taps to 
show clean in progress

Bleed fob detectors until 
purple solution is stable 

Pour solution into vessel  
then top up with water

Measure solution 
 (Pipeline14 = 5%)

Remove dispense tap 
fittings, place in glass 

Repeat 09 & 10 until no 
further changes are seen

Soak for minimum 
of 5 minutes

Draw cleaning fluid 
through tap until purple
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Repeat 14 & 15 until no 
further changes are seen

Pull off full length of line 
observing colour changes

Empty & rinse vessel, fill 
with water & reconnect

Inspect rinse water for 
debris - ensure none

Check rinse water with test papers 
Blue=Pipeline present/Pink=Rinse complete

Draw off purple fluid until 
clear. Pull another 1 litre

Bleed fob detectors & 
rinse bleed tube

Turn on cooler Reconnect the BeerRinse tap fittings & refit
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Now serve

PIPELINE  CLEANING GUIDE

FOR THE FULL SET OF PROCEDURE INSTRUCTIONS PLEASE SEE OUR PIPELINE PROTOCOL MANUAL

Effective fortnightly dispense cleaning in 25 steps
Dispense system must be deep cleaned first with PIPELINE 

BOTTOMING OUT KIT before using PIPELINE 14.

Clean Keg Coupler
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Contact Chemisphere UK today for more information regarding 
our products or to place an order.
Freephone:  0800 0188 062
Email:   contactus@chemisphereuk.co.uk
Fax:   01536 411 210
Website: www.chemisphereuk.com

chemisphere uk ltd
the home of purple pipeline
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Soak for minimum 
of 5 minutes


